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DIMENSIONS: TOLERANCES UNLESS

D
A TIN PER MIL—=T—10727 OR TIN LEAD .0.00254 [.000100] MIN THK.
A GOLD PER MIL—G—45204, TYPE I, 0.00076 [.000030] MIN
THK OVER NICKEL PER QQ—N-—-290 0.00028 [.000011] MIN
THK ON CONTACT AREA.
@ GOLD FLASH PER MIL—G—45204, TYPE I, 0.13um [.000005] MIN THK.
OVER NICKEL PLATE PER QQ—N—290 0.51um—1.52um [.000020—.000060] EXT THK.
4. RECOMMENDED HOLE SIZE, PLATED OR UNPLATED:
MACHINE INSERTION: 1.324£0.05 [.052+.002]
: +0.10 +.004
HAND INSERTION: 1.32 _4'q5 [.052 7 1]
5. APPLICATION TOOL PART NUMBER:
MACHINE NO. 682127—23
INSERTION HEAD NO. 682039—2 C
@ TO INSURE PROPER SPRING TENSION DO NOT EXCEED A 0.05 [.002]
DIFFERENCE IN PIN DIA WHEN CHANGING TO A SMALLER PIN.
7. BOTTOM PLUG KNOCKOUT TOOL PART NUMBER 69729 WITH TIP
PART NUMBER 69728.
18& MATERIAL: SPRING: BERYLLIUM COPPER QQ—C—533
EYELET: COPPER: QQ—C—576
A OBSOLETE PARTS: OBSOLETE CIS STREAMLINING PER D.RENAUD/D.SINIS
331272—2
OBSOLETE TIN /1 coLD C 4-331272-3
0.56—0.64 [.022—.025] GOLD /3 4—-331272-2 o
OBSOLETE _— ﬁ TIN 1 4—-331272—1 s
oBsoLETE|  OFEN colo A\ | 23312729 |17
0.46—0.53 [.018—.021] GOLD /3 3-331272—8 B
OBSOLETE TIN 1 3-331272—7
TIN 1i3
OBSOLETE GOLD f 3-331272-5
0.56—0.64 [.022—.025] GOLD /3 3-331272—4
N OBSOLETE| KNOCKOUT é TIN 1 3—-331272-3
TIN 3-331272—1
0.46—0.53 [.018—.021]
OBSOLETE GOLD /A\ | soLp A 3-331272-0
TIN /1 2-331272—7
0.56—0.64 [.022—.025] GOLD /3 2—-331272-6
OBSOLETE 2—-331272-5
TIN gig TN 1
OBSOLETE CLOSED 2—-331272-3
SUPERSEDED 0.46—0.53 [.018-.021] [ GoLD /3\ | °O-P 2\ 2-331272-2
OBSOLETE TIN /j TIN 1 23312721
EYELET
BOTTOM TYPE| RECOMMENDED PIN DIA SPRING PART NO
23 FINISH
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